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APPROVALS : PRODUCTIHG PLANT CANCELS: TEST BATCH
) ' . . SEATTIE - DATE:
BULLETL: ) DESCRIETION fA POUNTS AIIoUE
050 Asbestos 7RF 10 1,66 100 |
244 | . Methocel 228 .46 28 |
221 - Whiting #195 46.53 © 2800
251 Mica AMC 9,97 600
453 Preservative (Dowicil 75) .13 10
436 Staramic 747 1.66 100
166 . Hamaco 277 17 10
; 130 , Ethylene Glycol .66 40 4.3
’ g Water 38.76 2000 220 Max
) [
TOTAL 100.00 5688
QUALITYA CONTROL - )
IM-1 Viscosity, Cylindrical Viecat, 150 gr ' '
@ 5 secs 11 to 13
TM-3 Tape Bond 9 - 10

TM-&  Application

T™M-7  Workability

Equal to Standard

Equal to Standard
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APPROVALS : . SEATTLE gi;"ECE'-& TEST BATCH

PRODUCT SPECIFICATIONS:

g hod

TM=1 Viseosity, Cylinder 150 gnm @ 5 sec 11 - 13 mm

TM-14 Viscosity, Brockfield (cps) 5000 500,000 to 550,000

T™=2 pH (Beckman Meter_) 7.5 10 9.0

T™-3 Bond @ 70 F & 40-70% RH 9 - 10

@ 45 F & 70% RH g§-9

T™-4 Slope Checking S1 Fissure on Heavy
end

T™-5 Open Time @ 65-80 F (mins) | 15 Minimam

™5 Cpen Time @ 100-110 F (mins) 4 Minimum

T™-6 Applicationr No Iumps

T™=7 © Workability (Hand or Ayes Tools) Equal to Standard

T™M~9 Shrinkage (cup method) 26% Maximum

TM=10 Edge Cracking Test ' None

TM-12 Grit (Total) 0.05% Maximum, All
passing 80 Mesh,

T™M-1/ Voids _ Equal to Standard

T™-18 Water Resistance (minutes) 3 Mindmam

T™-21 lodine Test ‘Dark Blue

KG2000762




